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(d) There may be situations where se-
vere traffic noise impacts exist or are 
expected, and the abatement measures 
listed above are physically infeasible 
or economically unreasonable. In these 
instances, noise abatement measures 
other than those listed in paragraph (c) 
of this section may be proposed for 
Types I and II projects by the highway 
agency and approved by the FHWA on 
a case-by-case basis when the condi-
tions of paragraph (a) of this section 
have been met. 

[47 FR 29654, July 8, 1982; 47 FR 33956, Aug. 5, 
1982, as amended at 61 FR 45321, Aug. 29, 1996; 
70 FR 16710, Apr. 1, 2005] 

§ 772.15 Information for local officials. 
In an effort to prevent future traffic 

noise impacts on currently undevel-
oped lands, highway agencies shall in-
form local officials within whose juris-
diction the highway project is located 
of the following: 

(a) The best estimation of future 
noise levels (for various distances from 
the highway improvement) for both de-
veloped and undeveloped lands or prop-
erties in the immediate vicinity of the 
project, 

(b) Information that may be useful to 
local communities to protect future 
land development from becoming in-
compatible with anticipated highway 
noise levels, and 

(c) Eligibility for Federal-aid partici-
pation for Type II projects as described 
in § 772.13(b) of this chapter. 

§ 772.17 Traffic noise prediction. 
(a) Any analysis required by this sub-

part must use the FHWA Traffic Noise 
Model (FHWA TNM), which is de-
scribed in ‘‘FHWA Traffic Noise Model’’ 
Report No. FHWA–PD–96–010, including 
Revision No. 1, dated April 14, 2004, or 
any other model determined by the 
FHWA to be consistent with the meth-
odology of the FHWA TNM. These pub-
lications are incorporated by reference 

in accordance with 5 U.S.C. 552(a) and 1 
CFR part 51 and are on file at the Na-
tional Archives and Record Adminis-
tration (NARA). For information on 
the availability of this material at 
NARA call (202) 741–6030, or go tohttp:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. These documents 
are available for copying and inspec-
tion at the Federal Highway Adminis-
tration, 400 Seventh Street, SW., Room 
3240, Washington, DC 20590, as provided 
in 49 CFR part 7. These documents are 
also available on the FHWA’s Traffic 
Noise Model Web site at the following 
URL: http://www.trafficnoisemodel.org/ 
main.html. 

(b) In predicting noise levels and as-
sessing noise impacts, traffic charac-
teristics which will yield the worst 
hourly traffic noise impact on a reg-
ular basis for the design year shall be 
used. 

[47 FR 29654, July 8, 1982; 47 FR 33956, Aug. 5, 
1982, as amended at 70 FR 16710, Apr. 1, 2005] 

§ 772.19 Construction noise. 

The following general steps are to be 
performed for all Types I and II 
projects: 

(a) Identify land uses or activities 
which may be affected by noise from 
construction of the project. The identi-
fication is to be performed during the 
project development studies. 

(b) Determine the measures which 
are needed in the plans and specifica-
tions to minimize or eliminate adverse 
construction noise impacts to the com-
munity. This determination shall in-
clude a weighing of the benefits 
achieved and the overall adverse social, 
economic and environmental effects 
and the costs of the abatement meas-
ures. 

(c) Incorporate the needed abatement 
measures in the plans and specifica-
tions. 
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